


Product Overwiev

Removable fire insulation epoxy box for flanges are entirely covered
with an expanding epoxy coating. In case of fire, the epoxy mass ex-
pands, creating a tight barrier between the fire area and the protected
object

The box can be mounted both on existing and new flange assemblies.
Compared to alternatives, the box has an extremely compact construc-
tion and is made of few parts, making mounting and inspection easier.
The boxes can be fitted with Benarx’ patented drain plug for even
better corrosion protection.

Durable

The epoxy boxes are proven very durable at the construction stage
and in harsh offshore environments. They also offers protection against
corrosion

Very Simple Installation

Boxes are quickly and easily mounted and dismounted for repeated
inspection, maintenance and cleaning. We have a worldwide network
of well- trained and equipped Qualified Producers.

Property

Value

Method

Maintain stability and integ-
rity of equipment in a jet fire
resulting from a high-pressure
release of natural gas.

0 fo 120 minutes

Jet fire-tested OT! 95634

Safeguard stability and

0 to 120 minutes. Hydrocar-

Hydrocarbon fire exposure curved

ment for all gas groups.

infegrity of equipment at hy- | bon fire exposure curved. presented in EN 1363-2 Fire
drocarbon fire temperatures. Resistance

Ability to save working 1,2 bar. Gas explosion test.

properties affer explosion.

(ycle-tested under various | 4200 hours (15 years * Age-fested according to

weather conditions reveal no | work life) NORSOK M 501, Rev. 5 and ISO
change to product. 20340:2003 E.

Usable in hazardous environ- | No discharge Staic electric discharge tested ac-

cording fo EN 13463-1 Annex C.
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